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  Glossary:        recommended        limited usability       *  patented Glossary:         recommended         limited usability       *  patentedAll technical data and recommendations given are based on our experiences. However, we do not undertake any liability whatsoever. All data and values have to 
be checked by the user, since the effectiveness of a seal can only be judged correctly by evaluating all data and parameters directly on site. The stated parameters 

of all packing styles are approximate and may be mutually influenced if occuring together. We suggest you contact us in the case of special applications.

1)

1) with inert gas up to 1000 oC

2)

2)  Check the correct operating parameters and special indications 
regarding this approval in the respective approval document of this style
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GASKETS and
SHEET JOINTINGS
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expanded PTFE-
joint-sealant-materials

JAMPAK and the 
SEAL-CAGE system

Austria:

TEADIT® International
Rosenheimer Str. 10

A-6330 Kufstein/Tirol

Tel.: +43-5372-64020-0
Fax: +43-5372-64020-20

mail@teadit-europe.com

Italy:

TEADIT® Italia S.p.A.
Via Vanzago 13
I-25030 Paratico (BS)

Tel.: +39-035-924911
Fax: +39-035-913060
sales@teadit.it

Cologne (Germany), Houston (USA), Rio de Janeiro (Brazil), Campinas (Brazil), Buenos Aires (Argentina), Edmonton (Canada), Shanghai (China) 

The contents and presentation of this catalogue are the property of TEADIT® Austria, and protected under the Copyright act.
Reproducing, copying or translation of the contents and diagrams is strictly prohibited unless permitted by TEADIT®.

Since all properties, specifications and application parameters shown throughout this catalogue are approximate and may be mutually influenced, your specific application should not be undertaken without 
independent study and evaluation for suitability. All technical data and advice given is based on experiences TEADIT® has made so far. Failure to select proper sealing products can result in damage 

and/or personal injury. Properties, specifications and application parameters are subject to change without notice. TEADIT® does not undertake any liability of any kind whatsoever.
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